lllustrative Section- New Cemetery Footpaths within root protection areas of existing trees

(Permeable surfacing and minimal excavation) Scale 1/5 at A1, 1/10 at A3

'Pro Edge' 100mm high x
2500mm long x 2.5mm
thick galvanised steel
edge, colour- slate). Edge
reduced to 75mm depth on
pedestrain only paths i.e
'Yew Tree Walk'.

Flexible, permeable base
course 30mm depth (resin
bound recycled tyres and

1500mm- 1800mm

Flexible, permeable
wearing top course 20mm
(resin bound aggregate.
high performance UV
stable resin- Colour- Buff).

'Pro Edge' (or similar)
100mm high x 2500mm
long x 2.5mm thick
galvanised steel edge,
colour- slate). Edge
reduced to 75mm depth on
pedestrain only paths i.e
'Yew Tree Walk'.
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Fill Soft Spots and Voids
with 4-20 clean angular
Stone and to create
desired gradients.

Minimal excavation.
Careful hand excavation
around exposed tree roots.
50mm depth excavation to
(pedestrian only areas) to
100mm depth excavation
(vehicle overrun area)

Selection of Photographs to show existing paths to be surfaced and the relative location
of trees and memoirials.

Approximate extent of footpaths shown as dashed line.
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1.5m wide path to eastern side of
Lower Cemetery (partially Yew tree
lined)

1.8m wide path leading to
Foundation Stone in Lower
Cemetery (not tree lined)

100mm depth InfraWeb for
Cars, 4 Wheel Drives,
Vans up to 6 tones. Pinned
to ground. Fill Voids in
Infraweb with 4-20 clean
angular Stone to allow for
water percolation. 50mm
depth InfraWeb on non-
vehicular areas (i.e. Yew
Tree Walk) where vehicle
ove-run is very unlikely and
trees are growing in close
proximity to proposed
surfacing.

1.8m wide path leading from
Memorial Arch to Middle Cemetery
(Some large broadleaf and
evergreen trees in close proximity to
path. )

30mm

Permatex 300 non Woven
Geotextile

50-100mm

o

1.8m wide path leading from Three
Close Lane gateway (not tree lined)

1.8m wide path to Yew Tree Walk

Lower Cemetery (Yew tree lined)
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